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FUNCTION:
Theweighingmaterialwill betransported
outoftheagitatordrum(optionwith level
control) byaconveyingsystem intothe
weighing pan. Fortheuseofbeltsor
vibrationchannelswe recommendascrew
conveyorandatwirling-stick.Thescrew
conveyor ismountedonthedrumoutlet
andtransportsthematerial tothedosing
channel.Afterwardsthetwirling stick
equalizes ithomogeneouslyonthe
dosingchannel.The reachedconstantflow
ofmaterial onthedosing unit isthebasis
forexactweighings.Thematerialwill be
transported intwophases, roughandfine
dosing.After reachingthegivensetweight,
theweigherwaitsforanexternal command
(e.g. ofa pressora packagingmachine)
whichallowsthedischarge.Anew
weighingcyclefollowsautomatically.

CONTROLLER:
Dosing ProcessorDPC3000

MATERIALS:
Teaordried herbs,frictionmaterials
(brake liningsandclutchfacings),
mixingmaterialsofanykindaswell as
badflowing bulkmaterials

STOCK1):
24 litresor100 litresagitatordrum

CONVEYINGSYSTEMS:
Belts,vibrationchannels,vibration belts
andscrewconveyors

CAPACITY1) 2):
� 5g upto 5000g (dependsonthe
volumeoftheweighing pan)
� 12weighments/min

ADDITIONALEQUIPMENT:
Distributing systems,coordinationtables,
turntables,conveyorbelts (upon inquiry)

OPTIONS:
Customersspecificadaptions

Technical alterationsare reserved.

Thegravimetric batchweighersoftheseries DW-T
aredosing systemsespeciallydevelopedformixing-
and problemmaterials. Depending on theweighertype,
thecapacitiesare between 5g upto 5000g1)with
12weighments/min and an accuracyupto0.05%.
Asconveying systemsbelts,vibration channels,vibration
beltsorscrewconveyorsareatyourdisposal.
All DW-Tdosing systemsare low-wearand almost
maintenance-free.The partswhich come intocontact
with the productareeasytoclean.Theweighersare
additionallyprovidedwith a dustprotection.
All dosing systemsoftheseries DW-Tarealsoavailable
asdoubleweighing units DDW-T, i.e. oneagitator
drumchargestwoweighers.

BatchWeigher DW-T
Gravimetricdosingsystemforfibrousfrictionandmixingmaterials

Foramoredetailedofferasampleofmaterial,
specificationsoftheweighingcapacity,the
chargeweightaswell asthedesiredaccuracy
are required.
Ifyou requestwewould bepleasedtopreparea
material specificmeasuring report.

1) Largeragitatordrumsandweighingrangesupon inquiry.
2) Thecapacityspecificationsdependonthematerial.
Theweighingquantity is basedonmaterialwitha bulkdensityof 1kg/dm3.
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