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DosingWeighers ofthe Series KDW
Gravimetricdosingsystemsforgranulatesandfreeflowing powder

Technical alterationsare reserved.

1) Largerstoragehoppersandthroughputsupon inquiry.
2) Thecapacityspecificationsdependonthematerial.
Thethroughput is basedonmaterialwitha bulkdensityof 1kg/dm3.

Foramoredetailedofferasampleofmaterial,
specificationsofthedesiredtroughputaswell
asthedemandedaccuracyare required.
Ifyou requestwewould bepleasedtoprepare
amaterial specificmeasuring report.

Thegravimetricdosingweighersoftheseries KDWare
newdeveloped continuousdosing systemsforgranulates,
glassfibreandfreeflowing powder.
Thethroughputcapacitiesare between0.5kg/h upto
2000kg/h1)with a convincing accuracyupto0.05%.
This is based on the isolation oftheweighing system
(theweighing system isdecoupled fromthe hopper)
and the high soluted electronicweighing.
All KDWdosing systemsare low-wearand almostmain-
tenance-free.The partswhich come intocontactwith the
productareeasytoclean.Thisfact is an advantage ifyou
wanttochangethe product. If requested, all partswhich
come intocontactwith the productwill bemanufactured
ofV2A(material no.1.4301).

FUNCTION:
Thematerialwill betransportedoutofthe
hopper(optionwith level control) bya linear
dosing unit intwophases, rough-andfine
dosing, intotheweighing pan.
Then itwill beemptied in batchestothe
conveyingchannel.Theslightestdeviation
fromthesetweightwill be registrated
immediatelybythedosing processor
DPC3000andcompensated inthesame
weighingcycle.
Theconveyingchannel equalizesthe
singledischargesandguaranteesa
homogeneousoutlet.Asconveying
systemsbelts,vibrationchannelsand
vibration beltsareatyourdisposal.
Especiallyforbadflowingmaterialswe
recommendtheuseofvibration belts.

CONTROLLER:
Dosing processorDPC3000

MATERIALS:
Granulates,glassfibre,freeflowing powder
and bulkmaterialsofanykind

STOCK1):
30 litresor60 litres rectangularhopper

CONVEYINGSYSTEMS:
Belts,vibrationchannelsand
vibration belts

CAPACITY1) 2):
0.5kg/h upto2000kg/h

OPTIONS:
Customersspecificadaptions
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